






 

DESCRIPTION & MOUNT ASSEMBLY #

CATERPILLAR
Bale Carriage (Double Square) - CAT IT/TH                                                       (Shown) 15892

JCB
Bale Carriage (Double Square) - JCB Q-FIT                                                      (Shown) 12393

NEW HOLLAND
Bale Carriage (Double Square) - NEW HOLLAND-VERSATTACH                    (Shown) 12393

  
FOREWORD

M-1307   4-12-06

Although The Major has various bale carriages available, we are continually designing new 
sizes and mountings. If your combination is not listed, please contact the factory. We have 
extensive mounting information available to generate the product you need.

Below is a listing of the bale carriages that are currently available. See the “Parts” section of 
this manual for the assemblies “Shown”.
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SAFETY STATEMENTS

  DANGER 

GENERAL SAFETY PRECAUTIONS

WARNING! READ MANUAL PRIOR TO INSTALLATION
Improper installation, operation, or maintenance of this equipment could result in se-
rious injury or death. Operators and maintenance personnel should read this manual, 
as well as all manuals related to this equipment and the prime mover       thoroughly 
before beginning installation, operation, or maintenance. FOLLOW ALL SAFETY 
INSTRUCTIONS IN THIS MANUAL AND THE PRIME MOVER’S MANUAL(S).

READ AND UNDERSTAND ALL SAFETY STATEMENTS
Read all safety decals and safety statements in all manuals prior to operating or 
working on this equipment. Know and obey all OSHA regulations, local laws, and 
other professional guidelines for your operation. Know and follow good work prac-
tices when assembling, maintaining, repairing, mounting, removing, or operating this 
equipment.

KNOW YOUR EQUIPMENT
Know your equipment’s capabilities, dimensions, and operations before operating. 
Visually inspect your equipment before you start, and never operate equipment that 
is not in proper working order with all safety devices intact. Check all hardware to 
ensure it is tight. Make certain that all locking pins, latches, and connection devices 
are properly installed and secured. Remove and replace any damaged, fatigued, or 
excessively worn parts. Make certain all safety decals are in place and are legible. 
Keep decals clean, and replace them if they become worn or hard to read.

WARNING 

CAUTION

THIS SIGNAL WORD IS USED WHERE SERIOUS INJURY OR DEATH
WILL RESULT IF THE INSTRUCTIONS ARE NOT FOLLOWED PROPERLY.

THIS SIGNAL WORD IS USED WHERE SERIOUS INJURY OR DEATH
COULD RESULT IF THE INSTRUCTIONS ARE NOT FOLLOWED PROPERLY.

 THIS SIGNAL WORD IS USED WHERE MINOR INJURY COULD RESULT IF 
THE INSTRUCTIONS ARE NOT FOLLOWED PROPERLY.

NOTICE INDICATES A PROPERTY DAMAGE MESSAGE.   NOTICE

THIS SYMBOL BY ITSELF OR WITH A WARNING WORD THROUGHOUT THIS MAN-
UAL IS USED TO CALL YOUR ATTENTION TO INSTRUCTIONS INVOLVING YOUR 
PERSONAL SAFETY OR THE SAFETY OF OTHERS. FAILURE TO FOLLOW THESE 
INSTRUCTIONS CAN RESULT IN INJURY OR DEATH.
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GENERAL SAFETY PRECAUTIONS 

M-808  7-28-05-2

WARNING! DO NOT MODIFY MACHINE OR ATTACHMENTS
Modifi cations may weaken the integrity of the attachment and may impair the func-
tion, safety, life, and performance of the attachment. When making repairs, use only 
the manufacturer’s genuine parts, following authorized instructions. Other parts may 
be substandard in fi t and quality. Never modify any ROPS (Roll Over Protection 
Structure) or FOPS (Falling Object Protective Structure) equipment or device. Any 
modifi cations must be authorized in writing by the manufacturer.

WARNING! SAFELY MAINTAIN AND REPAIR EQUIPMENT
• Do not wear loose clothing or any accessories that can catch in moving parts. If 

you have long hair, cover or secure it so that it does not become entangled in the 
equipment.

• Work on a level surface in a well-lit area.
• Use properly grounded electrical outlets and tools.
• Use the correct tools for the job at hand. Make sure they are in good condition for 

the task required.
• Wear the protective equipment specifi ed by the tool manufacturer.

SAFELY OPERATE EQUIPMENT
Do not operate equipment until you are completely trained by a qualifi ed operator 
in how to use the controls, know its capabilities, dimensions, and all safety require-
ments. See your machine’s manual for these instructions.
• Keep all step plates, grab bars, pedals, and controls free of dirt, grease, debris, 

and oil.
• Never allow anyone to be around the equipment when it is operating.
• Do not allow riders on the attachment or the prime mover.
• Do not operate the equipment from anywhere other than the correct operator’s 

position. 
• Never leave equipment unattended with the engine running, or with this attach-

ment in a raised position.
• Do not alter or remove any safety feature from the prime mover or this attach-

ment.
• Know your work site safety rules as well as traffi c rules and fl ow. When in doubt 

on any safety issue, contact your supervisor or safety coordinator for an explana-
tion.
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STORAGE

GENERAL INFORMATION

The following storage procedure will help you to keep your attachment in top condition. It will 
also help you get off to a good start the next time your equipment is needed. We therefore 
strongly recommend that you take the extra time to follow these procedures whenever your   
attachment will not be used for an extended period of time.

PREPARATION FOR STORAGE

1. Clean the attachment thoroughly, removing all mud, dirt, and grease.

2. Inspect for visible signs of wear, breakage, or damage. Order any parts required, and 
make the necessary repairs, to avoid delays when starting next season.

3. Tighten all loose nuts and capscrews.

4. Touch up all unpainted and exposed areas with paint, to prevent rust.

5. Replace decals, if damaged or in unreadable condition.

6. Store the attachment in a dry and protected place, with a cover, if possible. Leaving the 
attachment outside will materially shorten its life.

REMOVING FROM STORAGE

1. Remove all protective coverings.

M-1192        2-9-06
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MADE IN U.S.A.

BALE CARRIAGE - DOUBLE SQUARE
ASSEMBLY #12393
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MADE IN U.S.A.

BALE CARRIAGE - DOUBLE SQUARE
ASSEMBLY #15892
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503 Gay Street
Delhi, IA 52223

(563) 922-2981
(800) 456-7100

www.paladinlcg.com
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