
Tractor Series 
 Power Box Rake

FEATURES:
• Roll-Back barrier above the roller  allows you to 

quickly react to soil moisture  conditions.  you 
can choose the size of the  material you want to 
leave in the seedbed.  Raising the barrier 
promotes faster soil drying and opening up of 
muddy sites.

• Pure carbide proprietary teeth design.  Not just 
carbide tough for long life, but specially shaped 
to ensure the best possible seedbed sub-base 
fracture pattern and superior moisture retention 
and release.

• Quick and easy removable endplates for windrow-
ing and reverse box raking...no bolts, just pull the 
pins.

• Dual independently adjustable guage wheels 
allow for skim passes for over-seeding - or - adjust 
to cut drainage grades.
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T5 T6 TM-7



T Series T-5 T-6 T-8 TM-7
Weight (lbs) 550 830 1150 1360

Length (overall) 48” 48” 66” 45”

Width (overall) 64” 81” 99” 95”

Raking Width 56” 72” 90” 84”

Raking Width (full angle) 54” 69” 87” 81”

Roll-Back Barrier range 5/16” - 3-3/16 5/16” - 2-15/16 5/16” - 4-11/16 5/16” - 4-11/16

Angle Roll 15º 15º 15º 15º

HP 16-22 22-35 35-70 42-80

Tractor Series Power Box Rake

SPECIFICATIONS
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FEATURES:

• Triple-sealed and shielded bearings for 
extra protection and long life.

• Slim profile fram bearing ends allow 
full-depth and first-pass teeth 
penetration...saving you time.

• Harley’s well designed frame geometry 
offers excellent visibility of your work 
surface.

• Harley comes complete with all electrical 
and hydraulic connections included.  Not 
as extra hidden costs.  


